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correspond in position to the light source for receiving light
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BACKLIGHT MODULE

CROSS-REFERENCE TO RELATED
APPLICATION

This application claims priority of Taiwanese Application
No. 102127822, filed on Aug. 2, 2013.

BACKGROUND OF THE INVENTION

1. Field of the Invention

The invention relates to lighting module, particularly to a
backlight module.

2. Description of the Related Art

Backlight modules are commonly utilized in various flat
screen displays. A backlight module usually includes a light
source, a back plate and a light guiding plate. As the structure
of'the display becomes ever thinner, the light source generates
heat that tends to cause bending of the back plate.

The most common solution presently is adding a heat sink
to help conduct and dissipate the heat. However, such design
does not dissipate heat efficiently enough to prevent the back
plate from bending cause by the heat.

SUMMARY OF THE INVENTION

Therefore, the object of the present invention is to provide
a backlight module that can eliminate the aforesaid drawback
of the prior art.

According to the present invention, there is provided a
backlight module comprising a frame structure that includes
a horizontal base plate, a vertical back plate and a heat sink.
The back plate has a bottom end connected to an upper side of
the base plate, and an elongated horizontal through hole
formed in a predetermined zone between %5 and Y4 of a
vertical height of the back plate from the bottom end. The heat
sink extends from the upper side of the base plate and has a top
end that is below a bottom end of the horizontal through hole.

The backlight module further includes a light source dis-
posed on the upper side of the base plate and a light guiding
plate disposed to correspond in position to the light source for
receiving light emitted from the light source.

The advantage of the present invention is that the horizon-
tal through hole segregates the heat, substantially reduces the
amount of heat passing to the upper side of the back plate, and
effectively prevents bending of the back plate caused by the
heat.

BRIEF DESCRIPTION OF THE DRAWINGS

FIG. 1 is a fragmentary schematic sectional view of the
preferred embodiment of a backlight module according to the
present invention; and

FIG. 2 is a front schematic view of the preferred embodi-
ment.

DETAILED DESCRIPTION OF THE PREFERRED
EMBODIMENT

With reference to FIGS. 1 and 2, the preferred embodiment
of a backlight module 2 according to the present invention
includes a frame structure 3, a light source 4 disposed on the
frame structure 3, and a light guiding plate 5 disposed to
correspond in position to the light source 4 for receiving light
emitted from the light source 4.

The frame structure 3 includes an outer frame 30, a hori-
zontal base plate 31 that is horizontally disposed on the outer
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frame 30, a vertical back plate 32 that is vertically disposed on
an upper side of the base plate 31, and a heat sink 33 that is
disposed on the back plate 32 and that extends from the upper
side of the base plate 31.

The light source 4 is disposed on the upper side of the
horizontal base plate 31 and includes a plurality of spaced-
apart light emitting diodes (LEDs) 41. The light guiding plate
5 is disposed on the outer frame 30 to correspond in position
to the light source 4 for receiving light emitted by the light
source 4. It should be noted that the structure of the outer
frame 30, and the relationship between the outer frame 30 and
the light guiding plate 5 are not the focus of the present
invention and will not be illustrated and discussed further in
detail.

The back plate 32 has a bottom end 321 that is connected to
the upper side of the back plate 32, a predetermined zone 322
between V5 and %4 of a vertical height (H) of the back plate 32
from the bottom end 321, and an elongated horizontal through
hole 323 formed within the predetermined zone 322. A hori-
zontal length of the horizontal through hole 323 is not less
than 80% of a horizontal length (L) of the back plate 32. The
heat sink 33 has a top end that is disposed below a bottom end
of the through hole 323 for dissipating heat generated by the
LEDs 41. In this embodiment, the horizontal through hole
323 is substantially disposed at the center of the predeter-
mined zone 322.

The heat generated by the LEDs 41 is conducted to the back
plate 32 via the base plate 31 and the heat sink 33. The heat is
limited below the horizontal through hole 323 because the
heat sink 33 is disposed below the horizontal through hole
323 and because the horizontal length of the horizontal
through hole 323 is at least 80% of the horizontal length (L)
of'the back plate 32. In effect, the horizontal through hole 323
segregates the heat, substantially reduces the amount of heat
passing to the upper side of the back plate 32, and effectively
prevents bending of the back plate 32 caused by the heat.

While the present invention has been described in connec-
tion with what is considered the most practical and preferred
embodiment, it is understood that this invention is not limited
to the disclosed embodiment but is intended to cover various
arrangements included within the spirit and scope of the
broadest interpretation so as to encompass all such modifica-
tions and equivalent arrangements.

What is claimed is:

1. A backlight module comprising:

a frame structure including

a horizontal base plate,

a vertical back plate that has a bottom end connected to an
upper side of said base plate, and an elongated horizontal
through hole formed therein, and

a heat sink that extends from said upper side of said base
plate and that has a top end which is below a bottom end
of said horizontal through hole;

a light source disposed on said upper side of said base plate
and directly contacting said base plate and said heat
sink; and

a light guiding plate disposed to correspond in position to
said light source for receiving light emitted from said
light source, said heat sink being located between said
light guiding plate and said vertical back plate.

2. The backlight module of claim 1, wherein said horizon-
tal through hole has a horizontal length of at least 80% of a
horizontal length of said back plate.

3. The backlight module of claim 1, wherein said horizon-
tal through hole is formed in the center of said predetermined
zone.
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4. The backlight module of claim 1, wherein said light
source includes a plurality of spaced-apart light emitting
diodes.

5. A backlight module comprising:

a frame structure including

a base plate,

a back plate that is mounted on said base plate,

a ventilation outlet that is formed in said back plate, and

a heat sink that is located between said base plate and said

back plate, and that is below said ventilation outlet;

a light source disposed on said base plate; and

a light guiding plate disposed to correspond in position to

said light source for receiving light emitted from said
light source, and having a top end not lower than that of
said back plate of said frame structure.

6. The backlight module of claim 5, wherein said ventila-
tion outlet is an elongated horizontal through hole.

7. The backlight module of claim 6, wherein said horizon-
tal through hole has a horizontal length of at least 80% of a
horizontal length of said back plate.

8. The backlight module of claim 6, wherein said horizon-
tal through hole is formed in the center of said predetermined
zone.

9. The backlight module of claim 5, wherein said light
source includes a plurality of spaced-apart light emitting
diodes.

10. The backlight module of claim 1, wherein said elon-
gated horizontal through hole of said vertical back plate is
formed within a predetermined zone between Y4 and %4 of a
vertical height of said back plate from said bottom end.

11. The backlight module of claim 1, wherein said heat sink
directly contacts said vertical back plate.

12. The backlight module of claim 5, wherein said venti-
lation outlet is formed within a predetermined zone between
V4 and Y4 of a vertical height of said back plate from a bottom
end of said back plate.
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13. The backlight module of claim 5, wherein said light
source directly contacts said base plate and said heat sink,
said heat sink being located between said light guiding plate
and said back plate.

14. The backlight module of claim 13, wherein said heat
sink directly contacts said back plate.

15. The backlight module of claim 5, wherein said back
plate has an upper portion and a lower portion which is
connected to said upper portion, said ventilation outlet being
located between said upper portion and said lower portion.

16. The backlight module of claim 5, wherein said light
guiding plate is entirely received on said back plate of said
frame structure.

17. A backlight module comprising:

a frame structure including

a back plate,

a ventilation outlet that is formed in said back plate, and

a heat sink that is below said ventilation outlet;

a light source that contacts said heat sink; and

a light guiding plate disposed to correspond in position to

said light source for receiving light emitted from said
light source, said heat sink being located between said
light guiding plate and said back plate.

18. The backlight module of claim 17, wherein said venti-
lation outlet is formed within a predetermined zone between
V4 and Y4 of a vertical height of said back plate from a bottom
end of said back plate.

19. The backlight module of claim 17, wherein said frame
structure further includes a base plate which is connected to
said back plate, said light source directly contacting said base
plate and said heat sink.

20. The backlight module of claim 17, wherein said heat
sink directly contacts said back plate.
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